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PREFACE i

The work accomplished on the Defense Nuclear Agency

"Boundary Layer Measurement Program," DNA001-76-C-0080 is

described in a two volume set of final reports as follows:

1. Volume I - Boundary Layer Measurement Program -

Boundary Layer Acoustic Monitor Development,

Characterization and Installation (PVM 12

and 13, STM-12), K-79-54(R), DNA 4873-1.

2. Volume II - Boundary Layer Measurement Program -

Aerodynamic Phenomena Transduc-r Development,

K-79-54(R), DNA 4873-2.

Volume I describes the eevelopment of the Boundary Layer

Acoustic Monitor (BLAM) in addition to the laboratory and wind

tunnel tests which characterized and evaluated the BLAM. Also

described in Volume I are the flight qualification tests and

flight hardware characteristics used on the PVM 12, PVM 13 and

STM-12 flights.

Volume II describes the laboratory development and

evaluation of the Aerodynamic Phenomena Transducer (APT) which

is designed to simultaneously monitor the presence o7 acoustic

fluctuations (turbulent flow) and measure the static pressure

exerted on a heatshield during flight. Arc heater test results

are included.

The authors wish to acknowledge the efforts of Lt. Cmdr.

R. Nibe and Major T. Swartz of the Defense Nuclear Agency,

Lt. Col. J. McCormack and Capt. M. Elliot of SAMSO (ABRES)/RSSE
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and Lt. Col. R. Jackson of SAMSO/MNNR, in addition to Mr. Wally

Grabowski of the Aerospace Corporation. Each of these
individuals contributed significantly to the success of this
overall program. The KSC program manager for these efforts

was Mr. T. Meagher.
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CONVERSION FACTORS FOR U. S. CUSTOMARY TO METRIC (SI)

UNITS OF MEASUREMENT
ni

To Convert From To MuLtiply By

aniaLrom meters (W) 1.000 000 X E -10

atsusphure (normal) kilo pascal (kPa) 1.ill 25 X E +2

bar kilo pascal (kPa) 1.000 000 X 8 +2

barn meter
2 

(,
2
) 1.000 000 X E -28

British thermal unit (thermochemical) joule (J) 1.054 350 X E +3

calorie (thermochemLcal) joule (J) 4.184 O0J

cal (thermochemical)/cm2 mess joule/u
2 

(KJ/m
2
) 4.184 000 X K -2

curie giga becquerel (GBq)* 3.700 000 X E +1

degree (angle) radian (red) 1.745 329 X E -2

degree Fahrenheit degree k-lvin (K) (t + 4%9.67)/I.g

electron volt Joule (J) 1.602 19 X E -19,

erg joule (j) 1.000 000 X E -7

erg/second watt (W) 1.000 000 X E -7

fuot meter Wm) 3.048 000 X E -1

foot-pound-force joule (J) 1.355 818

galluoi (U.S. liquid) meter
3 

(,
3
) 3.785 412 X E -3

inch meter (m) \ 2.540 000 X E -2

jerk joule (J) 1.000 000 X E +9

joule/kilogram (J/kg) (radiation dose
absorbed) Cray (Cy)** 1.000 000

W kilotons terajoules 4.183

kip (1000 lbf) newton (N) 4.448 222 X E +3

kip/2nch
2 

(ksi) kilo Pascal (kPa) 6,894 757 X E +3

kt.tp newton-second/r
2

(N-a/u
2

) 1.000 000 X E +2

micron meter (W) 1.000 000 X E -6

mil meter (a) 2.540 000 X K -5

mile (intornatior .1) meter (W) 1.609 344 X E +3

ounce kilogram (kg) 2.834 952 X E -2

Pound-forde (ibf avoirdupois) newton (N) 4.448 222

pound-force inch newton-meter (Nm) 1.129 848 X K -I

Pound-force/inch newton/meter (Wt/) 1.751 268 X E 42

pound-force/foot
2  

kilu pascal (kPa) 4.788 026 X E -2

pound-force/inch
2 

(psi) kilo pascal (kP&) b.894 757

pound-masF (Ibm avoirdupois) kilogram (kg) 4.535 924 X E -1

pound-mass-foot
2 

(moment of inertia) kilogram-meter
2

(kgm 
2
) 4.214 Oll X E -2

pound-mass/ foot
3  

k1loglram/meter
3

(sm)1.601 846 X F +1

red (radiation done absorbed) Grav (Gy)** 1.000 000 X K -2
Sroentgen coulomb/kitlogram (C/ka) 2.579 76U X E-4

Sshake second (a) 1.000 000 X R. -8 "
slug kilogram (kg) 1.459 390 X E +1

t:ort (am lig, 0" C) kilo Pascal (kPa) 1.333 22, X E -1

ITle becquierel (Bq) is the SI ulit of radioactivity; 1 Oq l 1 event/a.

**Tin crgy (Cy) to the S1 unit of :ols2rrd r(Ci/gtio)8.,

A more complete listing of convernions may be found in "Hetric Practice Guide E 380-74."
American Society fur Tueting and Katerials.
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SECTION 1.0

INTRODUCTION

The Aerodynamic Phenomena Transducer (APT) program had the

primary objective of developing a transducer capable of measuring

surface pressure on an ICBM reentry vehicle heatshiela. Such a

transducer could provide important data on wall pressure compon-

ents during boundary layer transition on vehicles reentering the

atmosphere. Prior techniques for flight measurements of surface
pressure, both static and fluctuating components, utilized ports

through the heatshield. Ports are known to cause errors due to

uneven ablation or flow-responsive resonance phenomena, thus a

technique was sought to obviate these errors. The approach
proposed was that of transmitting surface pressure to a transducer

through a small diameter heatshield plug which was separated by

a small gap from the heatshield. The plug-to-gap area ratio if

large, should in concept reduce errors due to flow perturbations

around the plug edges. The thin gap is filled with a material

with low shear strength which insulates the internal parts of the

gage.

The AP transducer also includes an acoustic monitor measure-

ment to high frequency pressure fluctuations generated by the

turbulent boundary layer on the plug surface. To accomplish this

measurement, a piezoelectric sensor is imbedded in the transducer

on the rear surface of the plug.

The dual sensing concept of the APT permits a wider range
of boundary layer pressure parameters to be measured than

heretooPre possible. The plug-force sensor responds to static

pressure aatd fluctuations to approximately 5 kHz, while the
acoustic monitor is responsive from 2 to over 300 kHz.

iii•]11



In addition to transducer and electronics development, a

test was designed in which the APT was to undergo an exposure to

a high temperature reentry environment simulation. The test was

accomplished in the 5 Megawatt arc heater facility at AEDC,

Tullahomta, Tennessee.

This report summarizes the contract effort, including the

electronics and includes also iletails and results of the 5 MW

12



ij 1.SECTION 2.0

APT DEVELOPM4ENT

2.1 BACKGROUND

The results of a preceding study1 included the fact that

asymmetric boundary layer transition on reentry vehicles caused .

increme:zntal velocities lateral to the trajectory and sizable
target miss distances. In this same study, it was noted that the

basic force mechanism to which the RV reacted was differential

pressures on the heatshield which were induced during transition.

A corollary literature survey for boundary layer measurement

techniques was also included in the study. A primary result of

this survey was that all boundary layer pressure measurements

heretofore utilized techniques which displayed a mutual interfer-
ence with the flow. For example, small pressure transducers

•Ilk mounted behind the heatshield were connected to the flow with a

small port. This port reacted dynamically with the flow and

resulting pressure readings were erratic. Additionally, the hole

perturbed the surface flow and a higher rate of ablation was
observed at its edge. Surface mounted transducers were not used

for flight test measurements because of the extreme heat environment

during transition, but were applied successfully in milder wind

tunnel tests.

Because of the noticeable lack of an accurate measurement

technique, the development of the Aerodynamic Phenomena Transducer

(APT) was proposed. The APT was to be developed as a multi-purpose

transducer which measured both static pressure with slow variations

and boundary layr~r tzansition with high frequency (>100 kHz) pres-

sure fluctuatior. The original proposed concept is illustrated in

Figure 1.

13
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As illustrated, static pressure on the heatshield surface is

transmitted through a plug causing displacement of a spring

which is measured by a displacement sensor, either capacitive or

inductive. The plug is made of the heatshield material to provide

thermal protection. The gap around the plug is narrow to minimize

ablation around the edges and to reduce hot gas flow to the

interior. The plug concept, while not free of flow field disturb-

ances, minimizes them and provides an accurate pressure measure-

ment due to the large averaging area of the plug on the surface;

i.e., flow field eddies average across the plug surface.

AcQustic noise is monitored by a crystal mounted at the base

of the plug; the crystal output is proportional to high frequency

surface noise conducted by the plug. The surface acoustic noise

has been shown to be an excellent indicator of the presence of
2turbulence on reentry vehicles

Development goals for the transducer are listed in Table 1.

These goals are based on a typical reentry vehicle application with
4 2maximum static pressure of 7x10 N/in occurring at the altitude of

peak dynamic pressure. The very small resolution of 350 N/rn2 is

required because the wall pressure change at transition is of this

magnitude. The compensation for steady acceleration reduces errors

due to RV spin which imposes a constant force on a plug and hence

the transducer diaphragm. At 10 revolutions per second, a trans-

ducer mounted on the heatshield at a radius of 15 cm, experiences

a constant acceleration of approximately 60 g's. Additional goals

l.isted in Table I are those normally associated with pressure

measurement.

Details of the gage development and results are given in

following sections.

15
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TABLE 1 APT PROGRAM - DEVELOPMENT GOALS

STATIC PRESSURE

2 to 4 ATM Full Scale

.0034 ATM Resolution

.2% F.S./ 0 C Static Temperature Drift

2% F.S. Transient Temperature Drift

Operational Temperature Range (Ref. Cavity)
0 to 100oC

1.27 cm Plug Dia./2.54 cm Maximum Diameter

Compensated Acceleration Response

Calibratable in Absolute Units

0 to 1000 Nz Bandwidth

ACOUSTIC PRESSURE

Resonant Acoustic Monitor
.17 to .34 ATM Full Scale

7x10 5 ATM Resolution

Operational Temperature Range 0 to 1000C

Co-Located with Static Gage

I,
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2.2 TRANSDUCER DEVELOPMENT t

2.2.1 Concept Phase

During this part of the contract work, two techniques were

considerod for transmitting force from the surface to a sensor with
a minimum of error and flow field interference. The two methods
included a force transmitting plug with strain gage sensor and aI plug mounted as an integral part of a capacitively sensed diaphragm.
Experimental models of both types were design, fabricated and

tested.

The strain gage type APT transducer was constructed as s'hown

in Figure 2. In this configuration the strain gages respond to
the static pressure, and the crystal responds -zo the high frequency

acoustic signal. 'ro obtain adequate sensitivity without resorting

to a thin, fragile inner cylinder, semiconductor strain gages were

used. Four strain gages were used - two mounted axially and two

circumferentially. The use of these four gages, when connected to

a bridge completic-n network, provided temperature compensation and
insensitivity to sideward forces. The void within the transducer

was to be evacuated to avoid a temperature coefficient due to

changes in air pressure with temperature.

Although the transducer performed its function very well,

much difficulty was encountered in obtaining temperature

compensation. Since the four strain gages had unequal temperature

coefficients and sensitivities, a complex bridge completion network

was used to null the temperature effects as well as to obtain dc
balance. The resulting output versus temperature was a nonlinear

curve which could be corrected for any two specific temperatures
but at no other temiyeratures. It was felt that this nonlinearity

could be corrected with a more complex network using nonlinear

elements. The complexity of the system is also doubled by the

need for acceleration cancellation. This cancellation would be

17



STRAIN GAGE APT TRANSDUCER

ta

FIGURE 2 TRANSDUCER CROSS SECTION
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accomplished by the addition of another section to the rear of the
transaucer which would serve ozily as an accelerometer. The two

sections would require independent temperature compensation

because of the front-to-back temperature gradient within the
transducer. Another correction that is required in this design is
to null the response cf the transducer to static pressure within
the annular slot. This correction can be accomplished varying the

geometry at the expense of more difficult fabrication.

In the light of the above mentioned complications, the strain

gage type transducer was tabled while the diaphragm and capacitive
electrode design was investigated. An interior concept drawing of
the capacitive sensor is shown in FiSu'.e 3, illustrating the

principle. The exterior housing material is stainless steel or
other metal and the plug is made from the heatshield material of

the Rq on which it is to be installed. With careful dimensioning,

the top oi the plug is flush with the exterior heatshield surface

4 •after installation. The APT is designed to be an absolute gage;
that is, all air is evacuated from the interior of the transducer

so that the reference force on the diaphragm is not a variable

ddue to temperature.

In an installation, the mounting riange is sealed to the back
surface of the heatshield so that boundary layer pressure does not

peietrate interior spaces. Pressure on the plug and diaphragm
cause the diaphragm to deflect inward and closer to the capacitance

elements on the circuit board resulting in an output proportional

to the applied pressure.

A design force analysis of the APT plug and diaphragm was
completed and has been included in this report as Appendix A. An

interesting feature of the APT plug geometry revealed by the

analysis is that with proper dimensioning, pressure in the gap

region produces no output from the transducer.

19
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Several models were made from aluminum to teat the feasi-P

bility of the c~oncept. Early teat results showed there to be a

temperature drift problem with different thermal coefficients of

expansion between the printed circuit board and the aluminum case.

This resulted in a redesign of the interior mounting technique

shown in Figure 4 where the p.c. board was held by a center post

which in turn was bonded to an aluminum disk. This disk was

part of the mounting flange sandwich. Satisfactory performance

of this design with respect to temperature drift was obtained

since it exhibited a temperature coefficient less than 0.07%
F.S./ C. A photograph of the aluminum concept transducer is

shown in Figure 5.

Based on temperature coefficient and ease of construction

the capacitive transducer was chosen for additional development.

2.2.2 APT Development

Having selected a concept, work proceeded to design the

I -.transducer to be used in an arc heater test (reference Section 3.3).
Design features included the following:

Full Scale Pressure -6.9x10 
5 N/mu2

Plug Diameter - 1.27 cm

Case Diameter - 2.54 cm

Stainless Steel Case
Laser Welding

Vacuum Reference

Due to the higher pressure expected in the arc heater test, a

fairly thick diaphragm (.038 cm) was used and the diaphragm-

capacitor spacing was 0.0102 cm. other critical dimensions of

the final APT design are shown in the cutaway assembly drawing in

Figure 6. The measured temperature drift of this model from room
temperature to 710C is l1% F.S./OC.

21
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FIGURE 5 APT DEVELOPMENT MODEL
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Compensation for radial acceleration forces was included in

the design via the circuit board acting as a diaphragm. Components

are mounted on the p.c. board central area to increase the mass

which causes the board to deflect when subjected to linear accelera-

tion. The board thickness is selected to provide the same deflec-

tion as the pressure diaphragm when accelerated, thus obtaining a
primary compensation for the potential error caused by acceleration.

(Refer to Figure 6 for physical layout.)

Some difficulties were experienced in finding a stainless

steel alloy which is both machinable and weldable with the laser.
The more common stainless sLeel alloys 303 and 304 were used

initially but both lacked either in machinability or weldability.

After some experimentation the alloy 15-5PH was procured;

satisfactory results were obtained. This alloy also has a lower
temptrature coefficient of expansion, reducing the temperature

drift of the transducer.

The assembly procedure for the transducer includes the

following steps:

1) Collect and clean all component parts.

2) Bond the BLAM crystal to the heatshield plug and

attach wires to the crystal.

3) Assemble the plug to the diaphragm top, sealing

thread joints. Seal cavity behind BLAM crystal.

4) Assemble in-sensor circuit components to circuit
board diaphragm.

5) Bond the circuit boarc and retaining ring in place

on the pressure diaphragm.

6) Assemble connector to housing and seal.
7) Wire connector to circuit board assembly.

'25
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8) Clamp housing in place and laser weld seam.

9) Place APT in welding vacuum fixture and laser weld

evacuation hole.

2.2.3 Circuit Design

The circuit block diagram in Figure 7 is the signal conditioner

which supplies drive power to the sensor and amplifies the signal

which returns from the sensor carrying pressure information. The

circuit consists of an amplitude stabilized FET linear oscillator.

The oscillator output drives the bridge in the sensor through a

connecting cable. Amplitude stabilization is achieved by gain
control feedback to the input FET.

The frequency of oscillation is .5MHz, at which frequency

bridge components have approximately 3000 ohms reactive

impedance.

addition to providing drive power, also conducts the direct

current return signal to an amplifier. A single integrated

circuit amplifier provides sufficient gain to drive a high

level telemetry system. An offset control has also been

proviided to adjust the output to allow for negative swing if

necessary.

sensor bridge circuitry is shown in Figure 8. This is a

relatively uncomplicated circuit in which the drive voltage is

common to both sides of the bridge at the juncture of CV, C,

Rand R2 The drive voltage is divided between C1 and the

active diaphragm capacitance C c and current is drawn through Di

26



on the positive cycles sufficient to change Cc and C1 to approxi-

mately one-half the drive voltage less the diode threshold of

0.6 volts. A similar situation exists on the other side of the

bridge between C2 and CO except that the diode is reversed

causing the current to flow in diode D2 on negative half cycles.

A negative average dc voltage appears on C and a positive

average dc voltage on C which cause current to flow through
0*

resistors R and R2 respectively toward the common summing

junction. An analysis of the amplitude of the dc voltage at

the cable and the sensitivity to diaphragm deflection is

presented in Appendix B.

Having the results from Appendix B, the output from the APT
4 2

rdesigned for the arc heater test, for a 6.9xi0 N/m2 pressure
differential, may be calculated from

dV ED C1 dCc -• d~s =2-- 2 =.093 dCc
(Cc+Cs+CI) 2

ED = peak bridge drive voltage = 9v

C1 = 10 picofurads (pf)
1Cc 1
c 20 picofurads (pf)

• Cs 2 picofurads (pf)

The deflection of the diaphragm center for 6.9xi04 N/m2 pressure 1
-4is 2.08xi0 cm while the initial spacing is .01016 cm, giving a

relative capacitance change of approximately 1.96%. The change

27
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in capacitance for this diaphragm displacement is .196 pf. The

output voltage increment then becomes

dVs = .093x.196 = 18.2xlO- 3 volts.

This value correlates very well with the measured outputs of

fifteen transducers made for the arc heater test described in

Section 3.
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SECTION 3.0

ARC HEATrER TEST

3.1 TEST PLANNING

The arc heater test was proposed as an economical method to

obtain data which would increase confidence that the APT performed

properly in an environment close to that of an RV. An arc

heater is a test facility in which high pressure gas is heated by

an electric arc to extremely high temperatures. The hot gas flows

from a nozzle which is shaped to produce supersonic flow. At its

*exit plane, the gas is underexpanded and after moving through the

*exit shock, accelerates very rapidly and forms a plume. Test

samples placed in this plume or jet experience heating rates and

flow conditions over a limited area which provides a reasonable

reentry simulation.

After studying capabilities of several facilities, the

5 Megawatt Arc Heater at AEDC was selected for the test. A Mach
number characterization of this facility with a Mach 2 nozzle is

presented in Figure 9; this plot was provided by AEDC personnel.

Further characterization of the flow is provided by Reference 3,

which presented calculated and experimental data on this

arc heater. Additional heating rate data from a similar test on
'N 4

carbon-carbon samples was also used to predict test conditions N

Calibration data in this latter document predicted centerline
Joulesheating rates from 600 to 1700 'u-- where the test sample was
cm -sec

4.4 cm from the heater jet exit plane. The face of the model in

the cited test was at an angle from 750 to 900 with respect to the
Fflow. Other data showed heating rates higher by a factor of 2

when the model was closer (2.9 cm) and lower by a factor of 3 with

a model inclined at a 450 angle.
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Based on the data in these references a test plan was written

and for-warded to AEDC providing the details of the test. The

approach used in the test plan was to mount the APT's on carbon-

phenolic blocks similar to a flight test installation. The C-P

test blocks were mounted on steel boxes which protected the trans-

ducers, thermal sensors and cabling, and the front face of the

test blocks were inclined at an angle of 75 0 to the flow at the

centerline.

Parameter variations in the test matrix included gap dimension

between the plug and the test block, gap filler material, and heat-

ing rate (proximity to nozzle exit plane). Five seconds duration

was selected for the exposures. Four tests were planned with each

succeeding test to provide greater severity in the total heat

enthalpy. The final test was intended to be a '"test-to-failure"

in an attempt to determine failure modes. The test pl~an matrix

is shown in Table 2.

After the test plan was submitted, it was decided at a meeting

which included DNA, KSC and PDA that the angle of the face of the

test block was too steep because the flow across the transducers

would not be supersonic. As a result, the test block was

redesigned to have a 450 front face angle. Due to the late date

in the program, existing hardware could not be extensively re-

designed but was modified to accept the face angle change. The

test blocks had been fabricated, thus the thermocouple depth could

not be changed.

Because of the shallower impact angle of the jet on the test

block face, surface pressure and heating rate were expected to be

significantly less than planned. Predictions were made of the

pressure on the surface based on inviscid relationships and data

found in NACA Report 1135. The largest uncertainty with these

predictions was that the angle of the flow varied radially in the

jet, thus, non-ideal conditions existed with which to make the

33
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TABLE 2 APT ARC HEATER TEST

TEST PLAN MATRIX

GAP
TEST BLOCK NO. TRANSDUCERS DIMENSIONS-CM GAP FILLER

1 APT .0127 Air
APT .0127 Silicone

2 APT .0127 Alumina
APT .0254 Alumina

3 APT, BLAM .0254 Silicone
APT .0254 Air

4 APT .0381 AluminaSAPT .0381 Air

5 APT .0381 Silicone
Kistler .0762 (Port)

6 CAL 2 Kistler .0762 (Ports)
3 Calorimeter

7 CAL 2 Kistler .0762 (Ports)

3 Calorimeter

EST. STAG. EST. HEAT
DISTANCE FROM PRESSURE RATE RANGE DURATION

RUN NO. NOZZLE-CM ATM JOULES/CM2 -SEC SEC.

1 5.08 5 570-800 5

2 4.45 6.6 910-1370 5

3 3.81 9 1700-2050 5

4 3.18 12 >2300 5

34

L_____ ____



prediction. Curves of static pressure versus flow Mach number

and deflection angle are presented in Figure 10. These curves

assume a parallel uniform flow and a shock at some standoff

distance from the surface. The estimated span of the angle of

flow is also marked on the plot in Figure 10.

3.2 TEST HARDWARE DESIGN

3.2.1 Sample Block Layout

The original test block layout included a front fact angle of
0 0750 which was later changed to 450. Drawings of the 45 test and

calibration blocks are shown in Figures 11 and 12 respectively.

Photographs of these same assemblies are shown in Figures 13 and 14.

In order to gain clearance for the connector at the back of

the APT inside the housing, the centerline of the transducer was

raised 1.27 cm, from its position in the 750 housing. The jet

centerline intersected the sample block below the transducer

centerline by a corresponding amount.

The calibration block (Figure 12) was designed to contain

five sensors: Two pressure and three thermal. Kistler pressure

gages supplied by AEDC were installed in the calibration blocks.

The thermal sensors were designed and fabricated by KSC and are

described in section 3.2.2.

Test sample instrumentation included two pressure transducers

*and an imbedded thermocouple in each CP block. Two APT's were

* mounted on four test blocks. One APT and one Kistler were installed

on a fifth block. The thermocouple was centered between the two

pressure transducers in all five test samples.

Unfortunately, test samples constructed as shown in Figure 11

were destroyed in the first test because the steel supports on

the front face were uninsulated and melted rapidly. Prior to the
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second test, insulation was placed on the bottom part of the
face as indicated in Pigure 15._. The remainder of the tests were

successful in that this added insulation survived the arc jet
exposure*.

3.2.2 Thermal Sensor Designs

Two types of thermocouple sensors were designed and built

for the arc heater test. One type of these sensors was
installed in the calibration test blocks and was intended to
obtain heating rate measurements before and after test model
exposure. As can be seen in Figure 12, three sensors were

installed in each calibration block so that'as the model was
,apt through the heater jet, a profile of surface heating

conditions- could be obtained which bracketed the position of the

APT's within the arc heater plume.

The calibration sensors were copper slug calorimeter

constructed as shown in Figure 16. A small diameter t*f ion

insulated 9onstantan wire was placed in a .0254 cm chainel cut
in the side of a copper rod and soldered at a point .025 cm from
the top of the rod. The rod was inserted inside a close fitting
copper tube and assembly was then soldered together. A thermo-
couple reference junction was made on the back surface of the

slug to complete the calorimeter.

Prndictions were made of the output of the calorimeter in
the environment to be encountered in the arc heater test. The

calculations were based on one-dimensional heat flow in an

infinite slab with a step heating rate input. This approach
is satisfactory provided the surface temperature of the slug is

limited to several hundred degrees Celsius. Figure 17 is a plot
versus time of the calorimeter output for several heating rate
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levels. Thesa data were used to set amplifier levels for signal

recording in the first test in which it was estimated that the
heating rate would be approximately 700 joules/cm2 sec.

Thermal sensors imbedded in each of the test blocks were

intended to provide data on the indepth temperature and

uniformity of exposure from sample to sample. Using heat
chracteristics of carbon-phenolic, the temperature distribution

at depth was calculated for several surface heating rates. These
curves are presented in Figure 18. Installation depth of .38 cm

was selected based on the estimate that the surface heating rate
2would be between 340 and 570 joules/cm -sec. This range of

heating rate was used for the design prior to the first trial

run in the arc heater.

The test sample thermocouples were beaded junctions of
tine chromel-alumel wire held in small diameter twin bore ceramic
tube. A hole was drilled in the CP from the back to the proper

depth. The tube was inserted so that the thermocouple bead was
touching the CP; this assembly was bonded in place. The refer-

ence junction was placed on a terminal strip mounted on the back

of the CP block.

.3 TF:M -. SULTS

3.3.1 Summary
"A tot of six arc heater runs were completed during the

APT test Qries, three check and three test runs. Table 3

is a compilation of test parameters for the six runs, showing

both model conditions and purpose.

45



IMBEDDED THERMOCOUPLE
.38CM FROM FRONT SURFACE

1500
2838 1135 851 568

J oul es/cm2-sec

1250

1000-

U
0

SA

ir 750 284

E

i-500

250

0 4 8 12 16
Time - Seconds

FIGURE 18 PREDICTED TEMPERATURE HISTORY

4

- • •, ., ..... ps . . .,



TABLE 3 ARC HEATER RUN PARAMETERS

RUN NO. PURPOSE HEATER CONDITIONS RESULTS

Check 1 Facility checkout HOB = 5.57 kJ/kg Noise on digital
, system

Recording system Po = 164.7 atm 16.27 MW
test

Check 2 Recording system Heat rate on
test cal model high
Arc calibration

Test 1 APT test HOB 4.91 kJ/kg Good data,
P = 168 atm 6.14 MW damage to

models

Check 3 Test additional HOB 5.84 kJ/kg Insulation held
model insulation P =168 atm 6.88 MW0

Test 2 APT test HOB 5.26 kJ/kg Good data
P0 = 168.6 atm 6.61 MI

Test 3 APT test HOB = 5.27 kJ/kg Good data
Po = 168.8 atm 6.47 MW

HOB = Heater gas enthalpy

KJ - Kilojoules

kg = kilograms
MW = Megawatt

47I
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Data success was high for the three test runs in that usable

records were obtained on all channels with the exception of the

thermocouples imbedded in the centers of the test blocks. In
the first run, hot gas entered the inside of the test blocking

housing and raised the temperature of the reference junction,

thus eliminating any possibility of data. In the second and third
tests, the duration was too short to raise the thermocouple output

to a recordable level (reference Section 3.2.2). Fortunately,

data from the imbedded thermocouples were not primary for test

purposes.

Test model instrumentation parameters are given in Table 4

for the three test runs. Parameters varied were the gap width
and gap filler material. The gap width was varied to determine

if aerodynamic flow causes pressure indication differences such

as is encountered in the use of ported pressure gages. The gap

filler materials -air, high temperature fibers, and viscous

silicone compound -were used to obtain a comparison of reduction

of flow around the plug as well as to determine if insulation

is needed around the transducer.

outputs from all sensors were recorded on oscillographs,
the calibration model thermocouples and pressure sensors on a
Honeywell 1612 which used fast-developing strip chart paper and

the test model sensor outputs on a CEC oscillograph with

permanent type strip chart. Strip chart speeds were 406.4 cm/sec
on the Honeywell and 63.5 cm/sec on the CEC recorder. Resolution

of the data on tti'. strip charts was approximately one millisecond

for all records.

Photographs, both still and motion, were taken. The still

pictures were taken pre- and post-test of each of the models.
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TABLE 4 MODEL CONFIGURATIONS

RUN CP STING APT GAP
NO. BLOCK POSITION SERIAL WIDTH GAP FILLER

NO. NO. (CM)

I 16R 2 6 .0127 Silicone Compound

16L 7 .0127 Air

15R 3 12 .0127 Alumina Fiber

15L 11 .0254 Alumina Fiber

9R 4 9 .0254 Air

9L 1 .0254 Silicone Compound

SR 5 15 .0381 Alumina Fiber

8L 8 .0381 Air

4R 6 10 .0381 Silicone Compound

2 1OR 2 2 .0127 Silicone/Alumina Fiber

AND 10L 5 .0127 Silicone Compound

3 12R 3 4 .0254 Silicone/Alumina Fiber

12L 13 .0254 Silicone Compound

7R 4 3 .0254 Silicone/Alumina Fiber

7L 14 .0127 Silicone/Alumina Fiber

I4
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Motion pictures were taken from two directions during each

test run, one with a profile view and one with a frontal view of

the test block. Due to not knowing the surface brightness,

motion pictures of the first test run were overexposed; pictures

of the second and third test runs were excellent.

During each test, sequence of acquiring date was set by the

cycling of stings into position in the heater jet. Table 5 lists

the sequence used for each of the three tests, and test duration

for each model. The calibration models were swept through at a

circumferential velocity of 63.5 cm/sec and the time listed is

the time taken for the model to reach the centerline from the

edge of the flow. The test duration is the time during which the

test model dwells in the flow.

* 3.3.2 Test Run No. 1 Data

Thermal data are plotted in Figures 19 and 20 from the

calibration sweep models. Figure 19 is data from sting 1 which

preceded the models and Figure 20 is from sting 7 which swept

through after the models. Using the curves in Figure 16, heating

rates for each of the thermocouple traces were estimated with

results in the following table~:

Thermocouple No. Location Heat Rate at Flow C/L

TCl 1.27 cm Up 1500 joules/cm -_sec

TC2 Center 1330
TC 1.27 cm Down 2000

TC4 1.27 cm Up 1900

TC5 Center 1600

TC6 1.27 cm Down 2640

Approximately at arc center.
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TABLE 5 TEST SEQUENCES

TEST RUN STING TEST SENSOR DURATION

NUMBER SEQUENCE BLOCK SEQUENCE (SECONDS)

113. K-i

TC1,TC2,TC3 0.1
K-2

2 16 APT 6 4
APT 7

3 15 APT 12 4
APT 11

4 9 APT 9 4
APT 1

5 8 APT 15 4
APT 8

6 4 APT 10 4
K-3

7 2 K-4
TC4,TC5,TC6 0.1

K-5

Test 2 Test 3

2 1 1 K-1
AND TC1,TC2,TC3 0.1 0.1

3 K-2

2 10 APT 2 1.1 1.8
APT 5

3 12 APT 4 1.1 1.8
APT 13

4 7 APT 3 1.1 1.8
APT 14

6 2 K-4
TC4,TC5,TC6 0.1 0.1

K-5
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Heating rate decreased from the center of the arc out to the

position of the barrel shock. The data show that TCl and TC4

are located close to the barrel shock because the temperatures

are higher than at the block centers near TC2 and TC5. This is

verified by photos from Runs 2 and 3 which are presented later

in the report.

Pressure data obtained by the Kistler transducers mounted in

the calibration blocks are plotted in Figures 21 and 22. These

traces are profiles of the pressure on the model face as the model

is swept through the arc. The peaks at either end are character-

istic of the pressure profile in arc heaters and indicate the

presence of a barrel shock. The test region is inside the shock

in the flatter shaped section where the figures are marked "Model

on C/L." The pressure transducer is in the same position as the

APT transducer in the test models, either right or left as the

case may be.

A comparison of Figures 20 and 21 reveals that some

inconsistencies exist; e.g., the flow centerline pressures

for these differences may be the flow interaction with the port

arc heater variations or transducer calibrations although the

latter is the least suspect because of prior AEDC experience

with this sensor. No firm reason has been established at this

time.

Records of the APT outputs are plotted in Figures 23

through 27; the Kistler transducer K3 pressure trace is also

seen in Figure 27. Recalling that the sample block holders in

test number 1 burned through and that the transducers were

destroyed, the following comments are offered on the data of

Figures 23 through 27.i4
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a) Maximum length data were obtained on APT numbers

comoun ga filerin commuon.

b) All the other APT records exhibit a response to

the barrel shock pressure spike followed by a

rapid negative decrease in amplitude.

c) Transducer iiuzcber 7 (Figure 22) with air gap

.0127 cm does not exhibit a rapid recovery from

the barrel shock but has a the negative slope

pressure trace as did the other air and fiber-
filled gap APT's.

d) The Kistler transducer K3 on sting 6 exhibits

a normal chracteristic during the early portion

of the test but also trails off with a negative

slope caused by hot gases entering the hiousing.

The pressure traces of the three APT's with silicone gap

filler are believed to be good representations of the model

surface pressures. For a duration of approximately 0.6 seconds

the level of these three records stays high and faiirly steady

A comparison of the pressure measured by APT's 1, 6, and 10 plus

Kistler K3 at 0.3 seconds in the run is shown in the following

table. Kistler data from the calibration models are also listed.
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APT/Kistler No. Pressure (atm) Side of Holder

1 .89 Right

6 1.16 Right

10 1.16 Right

K(3 .51 Left

1(1 0.29 Right

K(2 0.34 Left

K(4 0.29 Right

K(5 0.52 Left

The APT's without the silicone compound insulating the diaphragm

exhibited anomalous behavior, the principal feature being a

negative slope. This characteristic is believed to be the

result of the diaphragm being heated rapidly with a resulting

deformation from mechanical expansion. The deformation was such

as to cause the diaphragm to aasume an arc which appeared in the

output as a negative trending pressure. Figures 24 and 26

especially show this phenomenon. Two other transducers (numbers

7 and 9, Figures 23 and 26 respectively) showed a large positive

pressure before going negative due to diaphragm heating. The

cause of the large positive step is unknown at this time.

Additional insight into test conditions may be obtained by

examination of still photographs taken at AEDC of the test

hardware. These plots are included in Appendix D and show pre-

test and post-test conditions. of special interest is the

gouging that occurred in the carbon-phenolic block at the center

of the flow. The gouges appeared to exceed 0.25 cm in places

but were non-uniform. Erosion on the plugs can also be seen and

are an indicator of the wear which might be encountered in a

flight test.
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3.3.3 Test Run No. 2 Data

Thermal data obtained by the thermocouple calorimeters in
cal blocks 1 and 2 are presented in Figures 28 and 29. From
these data, heating rates were obtained with the models on flow

centerline:

Thermocouple No. Feating rate
2iles/cm -sec

T/C 1 1250
6 1450
3 2100
4 1450
5 1500
6 3300

Thermocouple locations were listed in the similar table in
Section 3.3.2 for Test Run 1 data.

I

In this run the heating rate more uniformly increased from

the point furtherest from the center towards the center. T/C 3
and T/C 6 again demonstrated very high temperatures at the flame

center having the highest heating rates.

Duration of the exposures was approximately 1.1 seconds and
the resulting integrated heat on the APT plug center was
1650±200 joules/cm at a nominal 1500 joules/cm2-sec rate.
The uncertainty is due to measurement inaccuracies.

Pressure calibration data obtained by the Kistler transducers
are shown in Figures 30 and 31. Similar to the traces obtained
during test run number 1, characteristic peak pressure lines
were observed entering and leaving the flame. Flow centerline
pressures also varied, having values as follows:
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K-1 .34 atm

K-2 .48

K-,;4 .50

K-5 .31

Plots of the APT data Zor Run 2 are shown in Figures 22, 33, and

34. These plots IaVe the following features:

a) An entrance and daparture' spike caused by the barrel

shock around the heater flow.

b) Amplitude levels holding nearly constant during the

exposure duration of 1.1 seconds.

c) Noise fluctuations which are correlated between

channels and also to the arc current (not shown).

SBy obtaining a least squares fit to the portion of each trace

between 0.2 and i,2 seconds, the following parameters were

By obtained.: ,f

Figure Transducer blope Mean Position
No. No.,. (atm/sec) (atm)

32 2 .0172 0.83 R

32 5 ,0308 0.75 L

33 4 -. 0251 1.03 R

33 13 .136 0.87 L

34 3 .290 0.61 R

34 14 .0673 0.78 L

Comparable calibratioii data from the Kistler transducers is as

follows:

30 K-1 0.24 R

30 X-2 0.37 L
31 K-4 0.31 R

31 K-5 0.21 L
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The Kit:r data are taken at the point where the model is on

Iisimmediately noticeable that the amplitude between the

calibration and APT's differ considerably but that the percentage

spread within each group is similar. The calculated value of

surface pressure due to this type of flow is closer to the lower

pressures measured by the orifice transducers. This calculation,

however, is dependent on knowledge of the flow incident angle

on the surface, gas characteristics, and other factors which can

only be approximated.

Several reasons can be advanced for the APT measurement

being higher than the Kistler value:

a) The APT responds to a pressure across a surface

1.27 cm in diameter. It can be noted from Figures

31 and 32 that the IRistlers are measuring the

lowest pressure on the profile at the instant the

model is on flow cer~terline. An APT centered the

same position extends across the low pressure

saddle and thus should ren~ord a higher pressure.

b) Some uncertainty exists as to the net effects of

pressure and flow in the gap because the dimensions

of this APT gage are not ideal with respect to

cancellation of pressure in the gap-diaphragm zone.

c) The flow incident angle changes rapidly across the

plug surface; i.e., the angle is larger at the

edge of the gap closest the flow centerline. This

leads to a very complex flow which cannot be

estimated readily by straightforward aerodynamic

calculations.
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d) The reading obtained by the Kistler gages is lower

than the actual surface pressure due to the well

known interaction of static pressure ports with
7boundary layer flows

The slopes during the test experienced by transducers 13

and 3 cannot be explained readily. The traces show a fairly

sudden change in level during the test which might indicate plug

ablation or flow change rather than transducer drift.

Photographs of test models both during and after the run are

included in Appendix E.

3.3.4 Test Run No. Data

Thermal calibration data are plotted in Figures 35 and 36

from which heating rate data to the centerline position were

obtained as follows:

Thermocouple No. Heating Ratejoules/cm2 -sec

1 1250

2 1450

3 2200

4 1350

5 1450

6 3100

As in the previous test runs, the heating rate wasmuch higher

closer to the center of the flow. Evidence of this higher rate

is also evidenced by the gouging which occurred in the area on

test models at the center of the arc flow (reference photos in

Appendices D, E, F).
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Pressure calibration data for Test 3 ire given in the

traces of Figures 37 and 38 which are similar to the comparable

data from the previous two runs. Flow centerline pressure levels

are as follows:

X-1 .34 atm

x-2 .37

x-4 .35

K-5 .34

These readings are much more uniform than those obtained in

Tests 1 and 2.

Plots of the APT sensor readings are given in Figures 39,

40, and 41. These plots exhibit characteristics similar to those
F observed in the Test Run 2 data. APT No. 5 (Figure 38) amplitude

dropped severely during the run. Afterward it was found that

the transducer had not been sealed to the carbon phenolic block,

thus allowing hot gas to leak past the diaphragm. The level

during the first 0.4 seconds of the record is regarded to be

good data.

Using a line which is a least-squares fit to the port-ion

of each trace between 0.2 and 1.8 seconds, the following

parameters were obtained:
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Figure Transducer Slope Mean Position
No. No. (atm/sec) (atm)

39 2 -.0023 1.14 R

39 5 N/A 0.92 L

40 4 .016 1.10 R

40 13 .097 0.77 L

as the APT's are as follows:

37 K-i 0.27 R

37 K-2 0.31 L

38 K-4 0.14 R

38 K-5 0.27 L

With the exception of APT No. 13, there is low scatter in the

measured pressure. As in test 2, transducers 13 and 3 exhibited

a fairly high positive slope during the test, an explanation for

which is not readily obvious. The pressures recorded by the

APT's were again much higher than the comparable measurement by
the Kistlers in the calibration blocks. Again, we have no

ready explanation for the difference (reference Section 3.3.3

for a discussion of possible reasons).

Photographs of the test models both during and after the

run are included in Appendix F.
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3.4 DISCUSSION OF ARC HEATER TEST RESULTS

The arc heater experiment was designed to test the APT in

an environment similar to that experienced during ICBM reentry.

The data obtained, presented in the preceding sec~tions, permit an

evaluation of how closely the goals were achieved.

The transducer pressure plots from the three runs have
demonstrated that the APT is capable of measurement of wall

pressure with consistency,. although the fluctuating dynamic

conditions existing with the flow field made it virtually

impossible to obtain a good calibration with which to compare the

data. The principal problem in the calibration was that the

ported transducer pressures were a factor of two or three lower
than the APT indicated pressures, probably due to flow-field

interaction with the ports causing low readings, while the area

of the APT plug resulted in higher pressures. The APT plug
extended into the barrel shock region a significant amount as

was observed in the motion picture data showing higher surface

temperature across the edge of the plugs. (See photos,

Appendices E and F.)

The environment produced by the arc heater simulated that of

reentry in several aspects. Heating rate and direction of flow

across the transducer were approximately the same~ as in flight.

Test durations were long enough to simulate to altitudes well

below transition with respect to total heat input. Comparisons

were made by using the thermal calibration date from each run and

comparing with conditions on a typical reentry body as computed

for four trajectories with ARROW and REKAP programs. The computed

environments have been summarized in the plots in Appendix C.

Table 6 is a summary of the arc heater test conditions

compared with those of the maximum conditions extracted from the

calculations plotted in Appendix C. Data are shown for Test 2

and Test 3, which provided more complete data than did Test 1.
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TABLE 6 ARC HEATER TEST - SIMULATION COMPARISON

0 DURATION % OF
SSIMULATION ALTITUDE

JOULES/ _SEC E) JOULE/CM I (KM BELOW TRANSITION)1* 2* 3* 4*

Test 2 1500 1.1 1650 10-16 -4.6 -7.6 -3.0 -4.0
Test 3 1450 1.8 2610 12-26 -6.4 -10.0 -4.6 -6.11

Trajectory Data

, VELOCITY REENTRY ANGLE
(MPS)

1 7711 -40°
2 6401 -40°

3 7605 -20°

4 7010 -30°

IF
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inThe data in Table 6 show that the equivalent test altitude

permitting the conclusion that most of the test goals were

achieved.

In addition, an examination of the post-test hardware from

Test 2 and Test 3 shows that gap filler was still functioning

and that gap edge erosion was moderate (see photos in Appendix E

and Appendix F). It is believed that the APT in the test

configuration would have survived a longer test interval than was

actually used in. Test 3 (1.8 seconds) because the hardware

condition was good where the APT was installed. It can be noted

from the photos that severe gouging occurred where the arc heater

flow wa.s impinging the carbon-phenolic blocks on the aft face of
the layup; this is a condition which never occurs in a flight

test.
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SECTION 4

SUMMARY AND CONCLUSIONS

The APT was designed, developed and tested with success in

a Mach 5 ablating environment. The transducer utilizes a

pressure diaphragm with a balance guard ring capacitive sensing

technique (Reference Figure 6). By correct sizing of the plug

and diaphragm diameter, errors due to gap differential pressures
are eliminated, providing a unique measurement capability.

A circuit was developed to excite the sensor and to condition

the sensor output signal for recording purposes. An amplitude

stabilized dual-feedback oscillator, and an op-amp output circuit

are included in the circuit. A single coaxial cable connects

the sensor and circuit; both excitation and d.c. return signal

are carried by the cable (Figure 7).

The APT design successfully included an acoustic monitor
sensor which proved to be highly responsive to surface noise

generated by the arc heater in the AEDC test.

The arc heater test was designed to test the APT in an

installation similar to that which would be used on an R/V.

Excellent pressure profiles were obtained in the tests after some

initial hardware problems were corrected. The pressure readings

from the APT's were consistently higher by a factor of two or

three than ported calibration gages; this is believed to be due

to the broader sensing area of the APT.

The environment heating rate simulation in the arc heater

test was comparable to reentry values. Total integrated heat on

the test models ranged up to 26% of a total reentry trajectory.

Simulated altitudes were as much as 10 KM below heatshield



boundary layer transition altitude (reference Section 3.4).

Thus, this program demonstrated the feasibility of the APT

concept to measure static pressure and monitor dynamic pressure
at altitude levels below normal transition altitude.

It is believed that additional design and testing activities

to minimize flow field interactions with the transducer-heatshield

gap would substantially reduce the altitude of applicability of
the APT.

I
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APPENDIX A

FORCE ANALYSIS ON APT PLUG/DIAPHRAGM

Pe

Heat Plug Lr-,
Shield Force

*rPositive P

FIGURE 42 DIAPHRAGM ANALYSIS DIAGRAM

Forces which cause the diaphragm to deflect result from the
external pressure, Pe, the gap pressure Pg, and the internal
pressure, Pi* Pe is effective on surfaces labeled 1, 2. and 3
where I is the external plug surface, 2 is the undercut shoulder
surface on the plug and 3 is the external diaphragm surface.
These forces are opposed by the internal diaphragm pressure on
surface 4. With circular geometry the summation of forces is

F = 0 = PeA1 - PgA2 + PgA3 - PiA4 - Fk

where Fk is the restoring spring force of the diaphragm which
opposes any net pressure force.

The respective areas are

2
Al = Tr1

= 2 2A2 = (r2 - r 2 )
2 2

A3 = 7r (r 4  r2)

A4 = Trr,

4 4
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Substituting the expressions for area into the force equation

yields

0 wr- 1e + wr 4 - ri1Pg - irr4 P - Fk

For the majority of cases, P - P and the external force on thee g
diaphragm is proportional only to r 4 . If, however, a transient
external pressure occurs and the gap conductance is low, a

temporary condition may occur where Pe 0 Pg. in which case the

equation applies as written.

The diaphragm response constant Fk, may be analyzed as the
response of a circular flat plate with a center post. Values

of deflection have been tabulated1 for disks with varying ratios

of r 4 and r 2 under different loading conditions.

Loading Condition 1: Load Transmitted to Diaphragm by

Center Post

Thickns t a flection

r4

FIGURE 43 DIAPHRAGM FLEXURE

Force required for a given maximum deflection is

3 32 rP-•r 2 2•P = Ymp Et3 (Yml - Ym2)Et3
F ir -Tr( r )

1TP e r1  2 )g ~2 2m
Kpr Kpr

p 4 p 4

IGriffel, Wm., "Handbook of Formulas for Stress and Strain,"
Fredrich Ungar Publishing Cn.. New York, 1966.

A I



where E = Material modulus of elasticity
Kp = Constant depending on ratio r4/r

*4 p
plotted in Figure 45

Ymp = Maximum deflection due to forces on

port
Yml = Deflection due to P

Ym2 = Deflection due to Pg

Loading Condition 2: Load is Uniformly Distributed on
Diaphragm Only

IP

FIGURE 44 PRESSURE DISTRIBUTION

Force required for maximum deflection is

F P (t)(r) - r2) Ymd Et3

Kd r4
d4

Ymd = Maximum deflection due to pressure on
diaphragm

Kd versus r 4/r 2 is plotted in Figure 46.

Assuming that the internal pressure P. = 0 and superimposing the
forces

i
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w3

Et3 Fmd ym1 Ym2 1FF =
r P-
4

This is the basic equation for the transducer design.

An interesting design possibility shown by the above equation

is that of eliminating the effect of P by the proper relation-
g

ship between r1 , r 2 and r 4 . Extracting the components of force

due to P in the above equation we have
g

3 y

Et3 x Jmd Trpr2 - r 2

Et 3 ydm2 2 2
r4
Tx K =w g(r - r2 )

p4 g

These two components of the total diaphragm force are opposed and

offsetting. Taking the ratio of these two equations

2 r2Ym K r4 -r 2Ym2Kd p r42-r

1 2

This latter relationship permits a design where the effects of

P are cancelled which eliminates concern over a transient gap
g

pressure differential.
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APPENDIX B

ANALYSIS OF THE APT SENSOR CIRCU'IT

The voltage across C (refecence Figure 8) due to the drive
C

across the bridge for the situation where R., R2 >> Xcl, Xc2

A

CEIE1E c = ED C + C + C (Cs is diode and stray capacitance)

c s 1

An incremental change in the diaphragm capacitance C results in

a corresponding change in E

dE dC
c _c

C C1E - Cc + C +C1

Both C and C , due to unidirectional current through the diode
1 c

Dl, charge up to a dc voltage which is approximately the negative
peak of Ec less the diode drop:

CC

Vc =-Ec +. 6 =-EDC + + + .6

where Ec is taken to be the peak of the sine wave drive voltage.

Similarl'y, the dc voltage across C is approximately
0

Ci c2
Vo + E 0 .6 + ED C + C 4.6

There is current flowing through R1 and4 R2 due to the capacitor

charges

Vo - Vc
R1 + R2
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The dc voltage at summing junction of R and R is

V - V
V = IR + Vc = • R + v

s 1 C 1 +

SinceR
1  R

vs [_ 6] + E 6]SV~s 2 2--+• 2 D CO + C+ C2 " D Cc Cs 1+"•

E .D C C2 CC 1V I s = -- + s + C 2 Cc + Cs + C

This voltage, Vs, is the bridge output which appears as the

input to the opamp ICI in the circuit in Figure 7.

It can readily be seen from the expression for Vs that if

the circuit components are balanced, the output voltage is zero.

The incremental output due to a small change in Cc is

ED C1 dC
dV s =2-2" (Cc + C + CI)
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APPENDIX C

FLIGHT REENTRY HEATING AND ABLATION

To assist in the evaluation of APT Arc Heater Test data,

a series of calculations were completed on the ablation and

heat parameters encountered during typical RV reentries. The
RV model was that similar to an actual weapon, heatshield

material was 200 bias tape-wound carbon phenolic. The follow-

ing trajectories were used:

Trajectory Velocity Reentry
No. mps Angle

1 7711 -40

2 6401 -400

3 7605 -20°
4 7010 -300

Conditions at five points along the heatshield were calculated:
31.8, 47.6, 63.5, 95.3 and 127 cm. Transition was forced at

25.9 km altitude. Figures 47 and 48 show ablation and char
depths versus altitude while peak heating rate and total heat
are shown in Figures 49 and 50. Computer programs used for these
calculations were ARROW and REKAP.

9i
S~99

_ _ _ _ _ I



.5 Trajecto#y

No.

3

.4

V 6) 1

E 4
-. 3

0

-0
.2

.S
LL

I.I..

20 40 60 80 100 120
Body Station - Centimeters

FIGURE 47 TOTAL ABLATION -4 TRAJECTORIES

100

S, . . ,



.7

Trcajectory

.6No3

I-I

4)4

E

6).4

2

N. -5C
u-

20 40 60 80 100 120
Body Stotion - Centimeters

FIGURE 48 CHAR DEPTH

101



5000

Trajectory
TTcNo.

p4000 1
C4'

"- 3000

'a- 

34
S 2000 

2C 

2low

20 40 60 80 100 120
Body Station - Centimeters

FIGURE 49 PEAK HEATING RATE

102

• . ... •.-;:--•-,, .



25000

Trajectory,
20000 No.

-3

0 15000
-' 4

10000 -

002

5000

20 40 60 80 100 120
Body Station -Centimeters

FIGURE 50 TOTAL HEAT

103



APPENDIX D

TEST RUN 1 PHOTOGRAPHS
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APPENDIX E

TEST RUN 2 PHJTOGRAPHS
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DARK AREAS ARE 1iOTTER

FIGURE 66 TEST RUN 2. STING 1 NEGATIVE PHOTO
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BARREL SHOCK E iE

FIGURE 67 TEST RUN 2, STING 2 NEGATIVE PHOTO
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FIGURF 68 TEST RUN 2, STING 3 NEGATIVE PHOTO
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FIGURE 69 TEST RUN 2, STING 4 NEGATIVE PHOTO
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FIGURE 70 TEST RUN 2, STING 5 NEGATIVE PHOTO
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APPENDIX F

TEST RUN 3 PHOTOGRAPHS
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--- TRANSDUCER PORT

CALORIMETER -

FIGURE 73 TEST RUN 3, STING 1 NEGATIVE PHOTO
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FIGURE 74 TEST RUN 3, STING 2 NEGATIVE PHOTO
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FIGURE 75 TEST RUN 3, STING 3 NEGATIVE PHOTO
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FIGURE 76 TEST RUN 3, STING 4 NEGATIVE PHOTO
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FIGURE 77 TEST RUN 3, STING 5 NEGATIVE PHOTO
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